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HYDROSTATIC TEST CERTIFICATE

CLIENT: TAMROSE LIMITED

VESSEL NAME: TMC FALCON

DATE OF ISSUE: 25THMAY, 2022 CERT. NO: JOL/FAL/PT/003/22

UNIT UNDER TEST: CARGO HOSE (WATER HOSE)

SERIAL NUMBER: FAL/HO-003

SIZE: 2”

LENGTH: 20M
MANUFACTURER: STEEL WIRE HOSE
WORKING PRESSURE: 150 PSI

TEST PRESSURE: 180 PSI

TEST PARAMETER

TYPE OF TEST: HYDROSTATIC (Water Medium)

EQUIPMENT USED | MANUFACTURER | SERIAL NUMBER | CAPACITY/RANGE
Hydro-Test Pump Haskel 1174/28TR 0-500 PSI
Chart Recorder ITT Barton 57BS-9216 24 Hours

APPLICABLE STANDARD:
The equipment was visually inspected and pressure tested in accordance with BS
EN 1SO 8032:1999

RESULT:

The hose was tested satisfactorily to 180 Psi for a period of 15 minute in accordance
with the standard. As at the time of this survey, the equipment was found fit for its
intended use within the operating parameters.

Validity:  This Certificate is VValid for a Period of Six Months Only
Next Due Date: 24™ NOVEMBER, 2022

CERTIFICATION: ACCEPTED CHECKED AND APPROVED
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HYDROSTATIC TEST CERTIFICATE

CLIENT:
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TAMROSE LIMITED

VESSEL NAME: TMC FALCON

DATE OF ISSUE: 25THMAY, 2022 CERT. NO: JOL/FAL/PT/004/22

UNIT UNDER TEST: CARGO HOSE (WATER HOSE)

SERIAL NUMBER: FAL/HO-004

SIZE: 2”

LENGTH: 50M
MANUFACTURER: STEEL WIRE HOSE
WORKING PRESSURE: 150 PSI

TEST PRESSURE: 180 PSI

TEST PARAMETER

TYPE OF TEST: HYDROSTATIC (Water Medium)

EQUIPMENT USED | MANUFACTURER | SERIAL NUMBER | CAPACITY/RANGE
Hydro-Test Pump Haskel 1174/28TR 0-500 PSI
Chart Recorder ITT Barton 57BS-9216 24 Hours

APPLICABLE STA

NDARD:

The equipment was visually inspected and pressure tested in accordance with BS

EN 1SO 8032:1999

RESULT:

The hose was tested satisfactorily to 180 Psi for a period of 15 minute in accordance
with the standard. As at the time of this survey, the equipment was found fit for its
intended use within the operating parameters.

Validity:
Next Due Date:

CERTIFICATION: ACCEPTED

This Certificate is Valid for a Period of Six Months Only
24™M NOVEMBER, 2022

CHECKED AND APPROVED




